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SPECIFICATIONS* 

DIMENSIONS 

  5.75” L x 3.25” W x 1.25” D 

WEIGHT 

  9 oz., including batteries 

POWER SUPPLY 

  AA batteries x 4 

MAXIMUM OUTPUT VOLTAGE 

  30 VDC nom. 

OUTPUT CURRENT 

  10 mA nom. 

OPERATION TIME 

  Approximately 12 to 20 hours approx., longer loops will decrease total operation time. 

*Specifications subject to change without notice. 

 

WARRANTY 

 
The CommBat is warranted against defects in materials and workmanship for a period of one year from the date 
of purchase. Contact your local sales representative or the manufacturer for a Return Authorization (RA) 
number and instructions on returning the product for service. Products cannot be processed unless accompanied 
by an RA number. 

Damages due to impact, battery failure, flooding, or normal wear are not included in the warranty. 

The user is responsible for determining the applicability of the product for any application. The manufacturer is 
not responsible for any damages, direct or consequential, resulting from the use of its products. 

Users are required to follow all work safety procedures when using this product. 

The manufacturer will determine, exclusively at its own discretion, where repairs or replacement of the product 
is required for any warranty claim. In no case will the liability of the manufacturer exceed the original purchase 
price of the product. 


